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Input data
System of measurement Metric
Input type Coupling for electric motor
Input speed [rpm] 1400
Output speed [rpm] 107.28
Ratio (i=) 13.05
Frequency [Hz] 50
Input options IEC
Requested input power [kW] 3
Service factor 2.1
Thermal power [kW] 5.8

Output data
Gear unit T C 90 B 12.5 100_B5 O B3 H32

Type T - Bevel helical gearboxes
Input type C
Size 90B
Ratio (i=) 13.05
Input flange B5

B3Mounting position
Input speed [rpm] 1400
Output speed [rpm] 107.28
Rated output torque [Nm] 253.71
Service Factor 2.1
Efficiency 0.95

Gear unit configuration
Output shaft H32
Fixing Universal

Electric motor coupling

Size 100 B
Poles n. 4
Power [kW] 3

http://www.tramec.it
http://www.tetraservice.com
http://www.tramec.it/eng/products.htm


www.tramec.it

Powered by www.tetraservice.com

130

8.78.7

35
.3 10

32 H7—
—
—
—
32.025
32

Hollow output shaft

250

250

262

77.5 159.5

52

186

11

18
0

15
5

M
10

x1
6

11

104

127

90

2
T C 90 B 12.5 100_B5 O B3 H32 



www.tramec.it

Powered by www.tetraservice.com

Mounting positions

25Gear unit [kg]
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T C 90 B 12.5 100_B5 O B3 H32 

Oil quantity [litres]


